
SUSPENSION AND TOE IN ADJUSTMENTS 
TVAN 



AXLE 80mm 

POSITION THE AXLE THRU THE PIVOT BRACKET AND TIGHTEN UP THE NUT SO 
THAT THE DISTANCE FROM THE SHOLDER OF THE AXLE TO THE OUTSIDE OF 
THE FLAT WASHER IS AS ABOVE. 

PIVOT BRACKET 

AXLE SETUP 

FLAT WASHER 

CUP WASHER 



STEP 1 

SPACER ROD 

•  PLACE A JACK UNDER THE AXLE. 
•  POSITION A 280mm SPACER ROD BETWEEN THE AXLE AND THE CHASSIS. 
•  JACK THE AXLE UP UNTILL THE SPACER ROD SITS FIRM. 
•  DO THE SAME TO THE OTHER SIDE OF THE VAN. 

SETTING TOE IN 



STEP 2 

TIGHTEN THE NUT AT THE END OF 
BOTH  TRAILING ARMS EVENLY 

SETTING TOE IN 



STEP 3 

80mm 

•  ONCE THE NUTS ON BOTH SIDES ARE TIGHTENED. MEASURE THE OVERALL 
DISTANCE (FROM OUTSIDE TO OUTSIDE) OF THE CUP WASHERS WITH A PAIR 
OF CALIPERS. THEY SHOULD MEASURE AS SHOWN ABOVE. 

•  ADJUST EACH NUT TO ACHIEVE THIS. 

SETTING TOE IN 



STEP 4 

•  TWIST THE WHEEL STUDS SO THAT THE TOP 2 ARE HORIZONTAL. 
•  PLACE A 600mm STEEL RULE ACROSS THE TOP OF THE WHEEL STUDS WITH THE 

ZERO END POINTING TOWARDS THE FRONT OF THE VAN. 
•  POSITION THE 300mm MARK CERNTRALLY BETWEEN THE STUDS. 
•  DO THE SAME TO THE OTHER SIDE WITH A SECOND RULLER. 

SETTING TOE IN 



300mm MARK 

= =

STEP 5 

SETTING TOE IN 



STEP 6 

•  USING A TAPE MEASURE, MEASURE THE DISTANCE BETWEEN THE 2 
STEEL RULERS AT THE 600 mm MARK. (REAR MEASUREMENT) 

•  RECORD THIS MEASUREMENT. 

SETTING TOE IN 



•  MEASURE THE DISTANCE BETWEEN THE 2 STEEL RULERS AT THE 0 mm MARK. 
(FRONT MEASUREMENT) 

•  SUBTRACT THE FRONT MEASURMENT FROM THE REAR MESURMENT, THE 
DIFFERENCE SHOULD BE 3mm, (SMALLER) i.e. 3mm NEGATIVE TOE IN. 

•  IF NOT, ADJUST THE TRAILING ARM NUTS EAQUALLY TO ACHIEVE THE 3mm 
DIFFERENCE. 

•  THE TOLERANCE ON THIS DIMENSION IS    1 mm + - 
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STEP 8 

•  USE A RATTLE GUN TO TIGHTEN THE NUTS AT THE END OF THE TRAILING 
ARMS WHEN ADJUSTING FOR TOE IN. 

•  ON RARE OCCASIONS THE NUT MAY HAVE TO BE LOOSENED. 

SETTING TOE IN 


